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WHERE TO CLEAN

When preparing a harvester for inspection 
the following areas should be cleaned, as they 
will be assessed during the PHAC inspection 
(refer over page for diagram):

1.  Topper arms, drums and blades

2.  Gathering sidewalls and floating shoes 

3.  Crop dividers 

4.  Knockdown and finned rollers 

5.  Base cutters 

6.  Feed roller train 

7.  Chopper system 

8.  Primary extractors blades and chamber 

9.  Elevator system 

10.  Elevator boot 

11.  Secondary extractor blades and chamber 

12.  Motor screen and cover 

13.  Hydraulics and lines 

14.  Operator’s cabin 

15.  Wheels and tracks

SUGARCANE BIOSECURITY ZONE MAP

latitude 27 degrees 04 minutes south

latitude 26 degrees 50 minutes south
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Sugarcane  
Biosecurity Zone 6: 
Woodford special

•	All appliances (harvesters and other sugarcane machinery) 
moving between sugarcane biosecurity zones must: 
  > be free of cane trash and soil 
  > be inspected by an authorised inspection person who will 	              	
      issue a Plant Health Assurance Certificate (PHAC) 
  > be accompanied during transportation by the PHAC.

•	Machinery inspections can be arranged by contacting 
the local productivity service organisation.

•	�To move sugarcane plants (stalks, leaves, potted 
plants, etc) between biosecurity zones contact 
Biosecurity Queensland (13 25 23).

N

Woodford special
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latitude 11 degrees 49 minutes south
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latitude 19 degrees 15 minutes south
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Sugarcane  
Biosecurity Zone 1: 
Coen to Townsville

Far Northern  
Biosecurity  
Zone 1

Far Northern  
Biosecurity  
Zone 2

Sugarcane  
Biosecurity Zone 2: 
Townsville to Abbot Point

Sugarcane  
Biosecurity Zone 3: 
Abbot Point to Rockhampton

Sugarcane  
Biosecurity Zone 4: 
Rockhampton to Victoria Point

Sugarcane  
Biosecurity Zone 5: 
Victoria Point to NSW/QLD border

CLEANING A HARVESTER 
BEFORE TRANSPORT

REGULATION AND MOVING 
MACHINERY

The regulation around the movement of 
sugarcane machinery has changed with 
the implementation of the Biosecurity Act 
2014 and Biosecurity Regulation 2016. In 
order to move machinery across sugarcane 
biosecurity zone boundaries, the appliance 
will require a Plant Health Assurance 
Certificate (PHAC) available through the 
local productivity service or Biosecurity 
Queensland. 

The PHAC states that the machinery was 
free of visible plant material and soil when 
inspected, and the PHAC will accompany 
the appliance during transport.

Movement within sugarcane biosecurity 
zones does not require a PHAC, but will 
require the General Biosecurity Obligation 
(GBO) to be managed. The GBO requires all 
Queenslanders to take all reasonable steps 
to prevent or minimise biosecurity risks.



sugarresearch.com.au

C
R

IT
IC

A
L 

PO
IN

TS
 O

N
 A

 S
U

G
A

RC
A

N
E 

H
A

R
V

ES
TE

R

11

8

14

12
13

1

23

6
7

10

9

5

15

4

1.
 T

op
pe

r a
rm

s, 
dr

um
s a

nd
 b

la
de

s
2.

 G
at

he
rin

g 
sid

ew
al

ls 
an

d 
flo

ati
ng

 sh
oe

s 
3.

 C
ro

p 
di

vi
de

rs
 

4.
 K

no
ck

do
w

n 
an

d 
fin

ne
d 

ro
lle

rs
 

5.
 B

as
e 

cu
tte

rs
 

6.
 F

ee
d 

ro
lle

r t
ra

in
 

7.
 C

ho
pp

er
 sy

st
em

 
8.

 P
rim

ar
y 

ex
tr

ac
to

rs
 b

la
de

s a
nd

 c
ha

m
be

r 

9.
 E

le
va

to
r s

ys
te

m
 

10
. E

le
va

to
r b

oo
t 

11
. S

ec
on

da
ry

 e
xt

ra
ct

or
 

   
bl

ad
es

 a
nd

 c
ha

m
be

r 
12

. M
ot

or
 sc

re
en

 a
nd

 c
ov

er
 

13
. H

yd
ra

ul
ic

s a
nd

 li
ne

s 
14

. O
pe

ra
to

r’s
 c

ab
in

 
15

. W
he

el
s a

nd
 tr

ac
ks


